
Communication Systems | DCN-FHH Hand-held microphone

The DCN-FHH is a uni-directional, condenser
microphone with built-in plop and windshield. It fits
comfortably into the hand and is ideal for applications
where the speaker is not stationary. A microphone on/
off button and LED indicator lamps are built into the
microphone housing. Two of these microphones can be
connected to the Dual Delegate Interface DCN-DDI.

Functions

Controls and Indicators

• Condenser microphone with built-in plop and
windshield

• Microphone on/off or request-to-speak button
• ‘Microphone on’ indicator (red LED)
• ‘Request-to-speak’ confirmation indicator (green

LED)

Technical Specifications

Mechanical

Mounting Using clamp LBC 1215/01 the microphone
may be mounted on a stand, wall or on a chair

Dimensions (H x W) 215 x 30 mm (8.5 x 1.2 in)

Cable length
 DCN-FHH
 DCN-FHH-C

5 m
coiled 0.4 m, un-coiled 1.4 m

Weight 350 g

Color Charcoal (PH 10736)

Ordering Information

Model | Description

DCN-FHH Hand-held microphone
cable length 5 m (16.4 feet)

DCN-FHHC Hand-held microphone
with coiled cable, length 1.4 m (4.6 feet)

DCN-FHH Hand-held microphone
▶ Light, portable microphone

▶ Built-in plop and windshield

▶ On/off switch and LED status indicators
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